
Product Catalog: Forged Grinding Balls

Chemical 
Composition

Size
Diameter 
Tolerance

Surface Hardness Core Hardness
Through 
Hardness

Impact 
Toughness

ZN-B2
C:0.60-0.9
Mn:0.5-1.0
Cr:0.4-0.9
Si:≤0.40
P:≤0.025
S:≤0.025

Φ25--35 +2,-1 ≥61 HRC ≥60 HRC ≥61 HRC -----

Φ40--55 +2,-1 ≥61 HRC ≥60 HRC ≥60 HRC -----

Φ60-65 +3,-1.5 ≥60 HRC ≥60 HRC ≥60 HRC -----

Φ70-80 +3,-1.5 ≥60 HRC ≥58 HRC ≥58 HRC -----

Φ90-100 +4,-2 ≥58 HRC ≥55 HRC ≥56 HRC -----

ZN-B3
C:0.55-0.8
Mn:0.5-1.0
Cr:0.5-1.0

Si:≥1.3
P:≤0.025
S:≤0.025

Φ100 +4,-2 ≥60 HRC ≥58 HRC ≥58 HRC ≥12 J/cm2

Φ110 +4,-2 ≥58 HRC ≥58 HRC ≥58 HRC ≥12 J/cm2

Φ120 +4,-2 ≥58 HRC ≥56 HRC ≥56 HRC ≥15 J/cm2

Φ125 +4,-2 ≥58 HRC ≥56 HRC ≥56 HRC ≥15 J/cm2

Φ130 +5,-3 ≥58 HRC ≥55HRC ≥55 HRC ≥15 J/cm2

Φ140 +5,-3 ≥58 HRC ≥53 HRC ≥55 HRC ≥18 J/cm2

Note:
We manufacture to your exact material and technical specifications.


